
TECHNICAL DATA SHEET

sales@aslon-rubber.com www.aslon-rubber.com +31 (0)174 283 443
Kwelder 15 

3151 ZH Hoek van Holland 

The Netherlands

W
ijz

ig
in

ge
n 

vo
or

be
ho

ud
en

. M
et

 d
ez

e 
ui

tg
av

e 
ko

m
en

 a
lle

 v
or

ig
e 

ve
rs

ie
s 

te
 v

er
va

lle
n.

 V
er

si
e:

 0
1-

07
-2

02
6

Warranty

5-year guarantee on the functionality of the 
product when used under air conditioning 
systems and other installations.

Aslon® Rubber Mounting block

Material composition

Recycled rubber granulate bonded with PU binder. With an M8 or M10 aluminum mounting rail.

Colour

Black

Density		  900 kg/m3
Granulate		  Standard 1 - 3 mm
Fire resistance	 Efl to EN 13501
Smoke resistance	 S2

Dimensions

Height:	 95 mm									        ±5%
Width:		 180 mm								        ±5%
Length:	 400 mm | 600 mm | 1.000 mm					     ±2%

Sizetolerance

		  	
400 mm: 	
600 mm: 	
1.000 mm: 

Maximum load	
per piece
130 kg
225 kg
360 kg

Maximum load	
per set
260 kg
450 kg
720 kg

Total weight	
per piece
3,85 kg
5,56 kg
9,15 kg


