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Kwelder 15 

3151 ZH Hoek van Holland 
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Su
bj

ec
t 

to
 c

ha
ng

e.
 Th

is
 e

di
ti

on
 s

up
er

se
de

s 
al

l p
re

vi
ou

s 
ve

rs
io

ns
. V

er
si

on
: 0

1-
07

-2
02

6

Warranty

A 3-year warranty on the product’s wear resistance when used in playgrounds and on play 
equipment. The warranty does not cover the colour.

EPDM recycled tiles
Material composition

SBR bonded with a PU binder and a top layer of approximately 5 mm of UV-resistant
PU-bonded EPDM rubber.

Density				    800 kg/m3
Fire resistance			   Cfl to EN 13501
Smoke resistance			   S1
Insulation value			   Rd 0,15 EN13165 | U 3,13 EN 6946
Noise reduction			   ΔLw 25 DB

Dimensions and thicknesses

Dimensions:		  500 x 500 mm | 1.000 x 1.000 mm			   ±2%
Thicknesses:		  30, 40, 50, 65, 80 and 100 mm				    ±5%

Size tolerance 

Thickness		  Fall height
30 mm			  1,00 meters
45 mm			  1,37 meters
50 mm			  1,49 meters
65 mm			  1,90 meters
80 mm			  2,16 meters
100 mm		  3 meters			 

Fall height

Colours

Black Red Green Gray

Top layer:
EPDM coated

Under layer:
SBR rubber


